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 Pre-conditioning protocols before thermal conductivity tests on a deep clay 
formation 
 Anisotropic features on thermal conductivity 
 Finite element program to calibrate by back-analysis some soil thermal properties 





An experimental study on Ypresian clays – one of the potential deep and sedimentary 
clay formations in Belgium for the geological disposal of heat-emitting radioactive waste 
– has been undertaken to systematically study its thermal conductivity using different 
experimental techniques. As a first step, a new experimental setup with heat flux 
measurement has been used and careful pre-conditioning protocols have been followed 
to directly measure this thermal property. The aim of these pre-conditioning tests has been 
ensuring a very high degree of saturation and the closure of fissures / gaps along bedding 
planes before the thermal tests are run under low stress conditions. Thermal tests have 
shown to be particularly sensitive when the thermal conductivity is determined along a 
direction orthogonal to these bedding planes. The study is then complemented by using a 
constant volume heating cell, in which heating pulse tests have been carried out under 
fully saturated conditions that have been ensured with a high water back-pressure. 
Numerical models have been used to interpret this pulse test, to exploit all the information 
provided by temperature measurements and to back-analyse the thermal conductivity. 
Direct thermal conductivity data with the improved pre-conditioning protocol allowed 
obtaining results consistent with the values reported when using back-analysis in the 
constant volume cell. The article discusses the importance of restoring full saturation 
conditions, particularly on retrieval of deep sedimentary clays, which may undergo 
opening of fissures along bedding planes that may affect the correct determination of the 
thermal conductivity. 
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The thermal conductivity of soils and rocks (λ) is becoming increasingly important due 
to the rise of new applications in energy geotechnics, particularly in the design of energy 
geo-structures, energy geo-storage and deep geological disposal of heat-emitting and 
long-lived radioactive waste (see for instance, [1, 2, 3, 4]).  
 
In the case of radioactive waste repositories, the possibility of disposal facilities is 
currently considered in deep sedimentary argillaceous host formations (Boom Clay / 
Ypresian clays, Opalinus Clay and Callovo-Oxfordian Clay for the Belgian, Swiss and 
French potential host rocks, respectively). A characterisation of the thermal properties is 
required for determining the evolution of the near field temperature in the host formation 
around disposal galleries, as they may affect the design and layout of the repository. It is 
also required for assessing the perturbations that the system will undergo resulting from 
temperature changes over hundreds to thousands of years after waste emplacement [5]. 
To deal with the thermal characterisation of these clay deposits, small scale in situ heating 
tests have been usually used to determine the thermal conductivity by back-analysis (see 
for instance, Refs. [6, 7]). The interpretation of these tests allowed detecting a clear 
influence of the bedding planes on the anisotropic heat conduction properties of these 
sedimentary clays with bedding fabric resulting from the initial deposition and further 
geological processes. The anisotropy in terms of thermal conductivity arises as a 
combination of different factors, such as the mineralogical variation in sedimentary 
layering, the anisotropy of thermal properties of clay minerals, the alignment of particles 
with possibly anisotropy of grain-to-grain contacts and the preferential orientation of 
fissures. Nevertheless, as reported by Ref. [7], the back-analysis methodology is not free 
of drawbacks, since a certain degree of judgment must be always put in interpreting the 
large amount of in situ data recorded, particularly when dealing with uncertainties of 
temperature sensor locations, power loss and specific heat properties. 
 
Alternatively, laboratory tests on well preserved samples have been preferred for deeper 
depths – where in situ tests have not been performed – or when dealing with specific 
effects on thermal conductivity under better controlled conditions. Recently, Refs. [8, 9] 
studied the thermal conductivity of Boom Clay (retrieved from HADES Underground 
Research Laboratory at Mol, Belgium, at a depth of 223 m) with a needle thermal probe 
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technique at different orientations with respect to the bedding planes. Despite the apparent 
simplicity and standardisation of the experimental setup used, it is important to highlight 
that exploring thermal conductivity features on this type of sedimentary rocks with 
bedding planes is not straightforward. One of the main drawbacks when laboratory tests 
are performed under low stress conditions refers to the possibility of opening of fissures 
and gaps along bedding planes that affect the correct determination of the thermal 
conductivity. This can be observed in Table 1, which collects recent thermal conductivity 
results on Boom Clay at two different orientations using different methodologies (back-
analysis of in situ and laboratory tests and direct measurements in laboratory). In the table, 
λ// is the thermal conductivity for heat flow parallel to bedding planes, λ the thermal 
conductivity for heat flow orthogonal to bedding planes and T  the thermal conductivity 
anisotropy ratio (T = λ// / λ). As shown in Table 1, and besides differences in the 
temperature of the clay, values of λ// are quite similar (average value around -1 -11.6 Wm K
). Nevertheless, values of λ display a larger variability, associated with additional effects 
besides the temperature of the medium. Back-analysed data from in situ tests tend to 
indicate higher values of λ than those reported with small-scale laboratory experiments, 
particularly when samples present degrees of saturations Sr < 1 as a consequence of the 
aperture of bedding planes after the important stress relief undergone during retrieval. A 
similar behaviour has been also detected on retrieved cores of deeper samples of Ypresian 
clays (Doel, Belgium). I.N.I.S.Ma [10] studied the thermal conductivity λ of this Belgian 
potential host rock at depths between 340 and 400 m using a thermal conductivity tester 
under low vertical stress and lateral unconfined conditions. Their study indicated 
relatively low values between 0.62 and 1.12 Wm-1K-1 at (370±8) m, despite the high 
quartz content of this material (between 24% and 45% for equivalent stratigraphic levels 
[11, 12]). 
 
One of the objectives of the present paper is to give confidence on the measured data of 
thermal conductivity of deep sedimentary clays in the laboratory, as well as to highlight 
the importance of restoring full saturation. To this end, two procedures have been 
followed in the current research on cores of Ypresian clays retrieved at a depth around 
370 m. The first uses a new experimental setup with heater and heat flux measurement 
on top and bottom caps, in which the thermal conductivity on two different orientations 
(heat flow parallel and perpendicular to bedding planes) have been explored. Since the 
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setup uses a low confining stress, a careful pre-conditioning protocol has been followed 
on the retrieved samples before measuring their thermal conductivity. The aim of these 
pre-conditioning tests that have been run on a high-pressure isotropic cell has been to 
ensure a very high degree of saturation at in situ stress conditions and the consequent 
closure of fissures / gaps along bedding planes before performing the thermal tests. The 
second procedure has been followed on an axi-symmetric and constant volume heating 
cell, in which heating pulse tests have been carried out under fully saturated conditions 
with a high water back-pressure applied. Attention is focused on the time evolution of 
temperature along heating and cooling paths. A finite element program was used to 
determine the saturated thermal conductivity by back-analysis and then to simulate 
selected experimental results. 
 
2 Material tested 
Tests have been carried out on deep Ypresian clays – one of the potential Belgian host 
formations for disposal of high-level radioactive wastes – which are constituted by marine 
sediments deposited during the Ypresian Age (oldest age of the Eocene Epoch spanning 
the time between 56 and 47.8 Ma). Ypresian clays at Kallo (Belgium) are located between 
300 and 450 m depth, and sample cores have been retrieved at 370 m (cores #83 and #84). 
Close to this retrieval depth, the clay formation presents around 44 to 57% of clay 
minerals, which are dominated by smectite (64 to 66%) and illite-smectite (24%). Non-
clayey fraction is constituted predominantly by quartz (37 to 43%) and plagioclase (4 to 
6%) [11, 12]. Table 2 summarises the geotechnical characterisation, as well as volumetric 
and gravimetric properties of the studied cores. As observed in the table, some anisotropy 
in terms of water permeability has been detected [15, 16]. 
 
The Ypresian clays at the depth of interest display bimodal pore size density functions 
obtained with mercury intrusion porosimetry on freeze-dried samples and with dominant 
entrance pore modes at 700 nm and 80 nm  (valley between peaks at around 300 nm) [15, 
16]. The smallest pore sizes (micropores with sizes < 300 nm) can be associated with 
pores inside the argillaceous rock matrix (clayey paste that hosts quartz and plagioclase), 
which account for a microporosity around nm = 0.32 (between 70% and 76% of the total 
one). The largest pores are related to macropores and fissures (see for instance Ref. [18] 
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for an equivalent separation of the pore domains in Boom Clay). I.N.I.S.Ma [10] reported 
a microporosity (pore sizes < 30 nm) around 0.17 at the depth of interest. 
 
The in situ condition at the sampling depth can be characterised by a vertical total stress 
vi = 7.4 MPa and an estimated water pressure around uwi = 3.7 MPa (vertical effective 
stress 'vi = 3.7 MPa). Lima [15] and [16, 19] reported a yield vertical effective stress 
around 'vy = 5.5 MPa, which results in a yield stress ratio YSR = 'vy / 'vi  1.5. An earth 
pressure coefficient at rest 0 (1 sin ) 0.9
SCK YSR    can be estimated considering 
' = 16º [20], which allows determining the mean total stress at in situ condition pi = 
p'i + uwi = 7.1 MPa (where 0  [(1 2 ) 3] 3.4 MPa  SCi vip' K '   is the mean effective 
stress). If perfect sampling is assumed (no mechanical disturbances during sampling, 
transportation, storage and extrusion / trimming), the release of total vertical and 
horizontal stresses ( 7.4 MPa     v vi ; 0( ) 7.0 MPa      SCh vi wiK ' u ) 
induces a change in pore water pressure           w h v hu B A . For saturated 
conditions (B = 1) and assuming perfect elastic / isotropic material (A = 1/3) – consistent 
with the lightly overconsolidated state – the decrease of pore water pressure is equal to 
the decrease of mean total stress during undrained sample retrieval 
7.1 MPa    wu p . A final pore water pressure of uwf = -3.4 MPa after retrieval is 
obtained, which should be compared with the lower as-retrieved matric suctions reported 
in Table 2 (between 1.4 and 2.1 MPa, after considering the osmotic component). The 
large matric suction induced on retrieval cannot be sustained under saturated conditions 
due to the relatively low air-entry value of the material associated with the largest pore 
mode (air-entry value around 0.4 MPa for 700 nm). As a consequence and despite the 
careful sampling and trimming, some air is expected to enter the soil during retrieval, 
which induces the degree of saturation to decrease (refer to Table 2) and fissures / gaps 
along bedding planes to open. 
 
Johansen [21] proposed a simplified version of the geometric mean method for the 
assessment of the thermal conductivity of solid particles s (in Wm-1K-1) with dominant 
quartz content (quartz content q > 0.20): ߣ௦ ൌ 7.7௤ ∙ 2.0ሺଵି௤ሻ. This author considered a 
thermal conductivity of 7.7 Wm-1K-1 for quartz and a lower value of 2.0 Wm-1K-1 for the 
remaining rock-forming minerals [22]. An average quartz content q = 0.40 for Ypresian 
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clays at the depth of interest has been considered, which results in s = 3.43 Wm-1K-1.  An 
estimation of the saturated thermal conductivity of the argillaceous rock matrix can be 
done based on the geometric mean method [23], and considering the thermal conductivity 
of the liquid phase as the combination of adsorbed and free water due to the mineralogical 
properties of the clay (dominated by smectite and illite-smectite, and with a specific 
surface around 60 m2/g measured with nitrogen adsorption at the depth of interest [10]). 
The argillaceous rock matrix may be described as a dense clayey paste that hosts rock 
forming minerals such as quartz and plagioclase and that presents a microporosity 
nm = 0.32. A liquid phase thermal conductivity inside the rock matrix of λwm = 0.80 Wm-
1K-1 (33% higher than free water 0.60 Wm-1K-1 at 20ºC) can be accepted (adsorbed 
monolayer water can be around 2 to 3 Wm-1K-1, according to Ref. [24]). This way, an 
expected saturated λsat m of the rock matrix would be  
ߣ௦௔௧	௠ ൌ ߣ௦ሺଵି୬೘ሻߣ௪௠୬೘ ൌ 3.43଴.଺଼ ൈ 0.80଴.ଷଶ ൌ 2.2	WmିଵKିଵ (1) 
 
Table 2 also includes for comparison the characterisation and properties of Boom Clay 
[18, 17] taken at a depth of 221 m from URL HADES (Mol, Belgium). Boom Clay 
(located at a depth between 160 and 270 m at Mol site) is another Belgian potential host 
formation for disposal of high-level radioactive wastes, which has been the objective of 
extensive research programmes and as a consequence has been better characterised. This 
clay has been used in the preliminary thermal conductivity testing programme described 
in section 3.3. 
 
3 Experimental programme for thermal conductivity measurement 
3.1 Pre-conditioning of samples before thermal tests 
As highlighted above, retrieved samples should be pre-conditioned to ensure a higher 
degree of saturation and the closure of already opened fissures and gaps along bedding 
planes before performing the thermal tests, which were run under relatively low stresses 
(compared to in situ stresses). 
 
A total of nine samples were tested, which are listed in Table 3. Two pre-conditioning 
protocols (Pr-1 and Pr-2 in Table 3) were followed on seven samples before the thermal 
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tests. The remaining samples were tested under as-retrieved conditions without pre-
conditioning protocols (W/P in Table 3). A high-pressure isotropic cell with axial and 
radial displacement transducers was used to apply the isotropic stress paths. Axial 
displacements were measured with an external LVDT, whereas radial displacements were 
registered with two opposite electro-optical laser systems placed outside the cell [25]. 
Along protocol Pr-1 the sample was isotropically loaded at constant water content and 
controlled stress rate (38 kPa/min) to a total mean stress p = 3.5 MPa (equivalent to in 
situ mean effective stress). The initial suction was expected to vanish during this water 
undrained loading process. Afterwards, the specimen was unloaded at a faster rate (76 
kPa/min) keeping both top and bottom drainage lines closed. Despite the closure of 
valves, it was anticipated that some air (trapped in the upper and bottom drainage lines) 
could enter the soil during this matric suction increase path and thus reduce the high 
degree of saturation previously attained on loading. Protocol Pr-2 was therefore preferred 
with the aim of improving the previous one. Along this second protocol, which follows 
the same isotropic loading path to p = 3.5 MPa and at the same stress rate, the top and 
bottom lines were filled with synthetic Ypresian clay water before their closure during 
the fast and water undrained unloading path. Despite the increase in matric suction during 
this unloading path, air was not allowed to enter and a higher degree of saturation was 
expected closer to the one reached at the final stage of the loading path. 
 
3.2 Experimental setup 
A steady-state method based on the setup described in Ref. [26] was adopted to perform 
the thermal tests under relatively low stresses [27]. It was designed to apply a high 
temperature (around 54ºC) at the top of a cylindrical specimen (38 mm in diameter and 
40 mm high) and to maintain the bottom end at a value close to 30ºC (room temperature 
was kept at around 20ºC). Top and bottom temperatures were regulated using thermostats 
that switched electrical resistances off at the desired setpoint based on values measured 
by thermocouples placed inside top and bottom caps. Figure 1 presents a cross-section 
and a set of pictures of the different components of the setup. Two heat flux sensors with 
reference material (1 mm polycarbonate disc with λpoly = 0.20 Wm-1K-1 between two 3 
mm aluminium discs with λalu = 209 Wm-1K-1) were used. As shown in the picture, small 
holes were drilled into the aluminium discs. Thermocouples were then inserted to 
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measure the temperature (measuring points T1,T2, T6 and T7 in Figure 1). Inflow, qin (Wm-
2), and outflow, qout (Wm-2), heat fluxes were determined as 
ݍ௜௡ ൌ ೛೚೗೤	∆ ೟்೚೛௧೏೔ೞ೎ 			and			ݍ௢௨௧ ൌ
೛೚೗೤	∆்್೚೟
௧೏೔ೞ೎  (2) 
where ΔTtop and ΔTbot are the temperature changes between aluminium discs on both top 
and bottom caps, and tdisc = 1mm is the height of the polycarbonate disc. This expression 
assumes negligible thermal gradient in the aluminium discs as a consequence of the high 
λalu (i.e., no temperature difference between measuring points and the contact surface with 
polycarbonate). 
 
An additional external layer of heat insulating foam (polyisocyanurate foam) was placed 
around the sample with neoprene membrane to limit lateral loss of heat (Figure 1). Any 
difference in heat flux measurements between top and bottom caps represented heat loss 
from the sample. The use of the neoprene membrane allowed soil deformation while 
keeping constant water content. Contact errors between the sample and heat flux sensors 
were minimised by coating the sample surface with thermal grease. To further enhance 
the contact between thermal caps and the sample, the whole setup was axially loaded. 
Temperature evolutions in the heat flux sensors (four thermocouples) and at three internal 
points of the sample – located at regular intervals – were continuously monitored. Figure 
1 indicates the position of the different thermocouples.  
 
Three small-diameter holes (<1 mm) were carefully drilled in the sample and then filled 
with thermal grease for the installation of thermocouples. Before the thermal test, electric 
resistances were switched on and top and bottom caps were heated. Afterwards, the soil 
sample was installed in the thermal conductivity setup, and a vertical load applied to 
ensure better contact between caps and sample. Tests were performed with an average 
specimen temperature close to 43°C, with a temperature difference ΔT along the sample 
height around 20°C.  
 
When applying temperature controlled conditions at the boundaries of the specimen to 
induce the thermal gradient, indirect processes arising as a consequence of this primary 
gradient evolved independently from any external control (moisture re-distribution and 
local soil volume changes). The temperature range applied ensured an adequate gradient 
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for the tests, while keeping the effects of temperature dependence on thermal 
conductivity, as well as those arising from moisture re-distribution and local soil volume 
changes, as low as possible. Water contents and dry densities were measured at different 
heights of the sample after the thermal tests (final water contents and void ratios were 
slightly lower close to the top cap at high temperature). 
 
3.3 Preliminary thermal conductivity tests 
Several preliminary tests were performed to increase the know-how of the setup and to 
study the response of statically compacted Ypresian clay at different degrees of saturation. 
Figure 2 shows two thermal test results performed at two different vertical stresses (265 
kPa and 370 kPa) on statically compacted Ypresian clay samples (void ratio e = 0.80 and 
degree of saturation Sr = 1). The figure shows the time evolution of the difference between 
inflow qin and outflow qout heat fluxes referred to qin (q/qin, a measure of heat losses of 
the system). As observed, the system is very sensitive to vertical stress. All tests were 
performed at a vertical stress of 370 kPa to ensure better contact between caps and sample, 
as well as to limit q/qin  0.05 under steady-state conditions (usually at t > 2500 s). 
 
To study the dependence between  and Sr in Ypresian clays, a set of thermal conductivity 
tests were performed on statically compacted Ypresian clay samples at the same void 
ratio e = 0.80 – close to in situ conditions – and at different degrees of saturations (see 
Table 4). Despite the different microstructure (pore size distribution) generated on 
compaction compared to the natural state, the study allows highlighting the important 
effect of losing full saturation during sample retrieval. Table 4 and Figure 3 summarise 
the results for different degrees of saturation. Figure 3 also includes the ratio /sat with 
Sr predicted by the geometric mean model (see for instance, Ref. [23]), which is based on 
the following expression 
 













where ‘s’, ‘w’ and ‘a’ subscripts stand for solid, water and air, respectively, n is the 
porosity and Sr the degree of saturation. A value of A = 30 has been fitted for n = 0.44, 
which is associated with w = 0.78 Wm-1K-1 (close to the value used in Eq.(1)) for 
a = 0.026 Wm-1K-1 at 20ºC. 
 
The thermal conductivity of two natural Boom Clay samples without pre-conditioning on 
two different orientations (heat flow parallel and perpendicular to bedding planes at an 
average specimen temperature close to 43ºC) was also studied to build confidence in the 
experimental setup. This reference clay has been widely studied, as shown in the 
compilation presented in Table 1. The sample (core 8) used in the present study was taken 
from a horizontal borehole (R66-67W) located at a depth of 221 m in the Mol site 
(HADES Underground Laboratory in Belgium). Table 2 shows the characterisation and 
properties of the material, which displays a fully saturated condition and thus justifies the 
decision made for not performing the pre-conditioning paths. Table 1 presents these 
thermal conductivity results together with the anisotropy ratio compared to recent 
published data, in which a good agreement is obtained, particularly with results from 
back-analyses at Sr = 1.  
 
3.4 Experimental results: pre-conditioning paths and thermal conductivity 
Figure 4 shows the loading and unloading pre-conditioning paths in terms of volumetric 
strain and degree of saturation changes of two Ypresian clay specimens that follow 
protocol Pr-2: Y3-N (core axis orthogonal to bedding planes) and Y2-P (core axis parallel 
to bedding planes). Probably more alteration has been induced on the extraction of 
specimen Y2-P, which presented a lower initial degree of saturation. During isotropic 
loading at constant water content (AB in Figure 4), specimen Y3-N reached full saturation 
at point B. After attaining point B, the specimen was further loaded to point C and then 
allowed equilibrating to dissipate any excess pore pressure at p = 3.5 MPa before filling 
the top and bottom lines with synthetic Ypresian clay water (properties of this synthetic 
water are presented in Table 2). During the unloading path DE, the sample underwent 
some small expansion and some desaturation (estimated based on the assumption of 
constant water content during unloading). A maximum volumetric deformation of 2.10% 
(positive in compression) was attained by sample Y3-N on loading, which corresponded 
to a void ratio change Δe = -0.037 and induced Sr to increase to 1. Sample Y2-P 
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underwent a larger compression of 4.37%, with a corresponding Δe = -0.077 at a final 
Sr = 1. Table 5 summarises all the results from the loading-unloading pre-conditioning 
paths Pr-1 and Pr-2. It is not easy however to indicate which protocol was best suited to 
ensure a higher degree of saturation, since only two tests were performed with Pr-1. 
Nevertheless, protocol Pr-2 was preferred, since it was expected a better preservation of 
the degree of saturation attained on loading (results reported in the table seem to indicate 
this fact with somewhat lower average expansion during unloading). 
 
Figures 5a and 5b display the time evolutions of temperature (seven thermocouples) 
during the thermal tests on Y2-P and Y3-N, respectively. Elapsed time started after 
finishing the experimental installation and samples already underwent some heating 
during this setting-up stage. The use of the transient stage for the determination of specific 
heat properties is out of the scope of the present paper. As observed in the figure, the 
thermal conductivity is not constant along the sample height, since temperature 
differences at steady-state conditions between points (supposed equidistant) are not 
constant. Different phenomena contribute to these changes associated with local soil 
volume changes (tested samples display a slight decrease of void ratio towards the upper 
part of the sample), with water content re-distribution (final water contents slightly lower 
close to the top cap at high temperature), with some temperature effects on the thermal 
conductivity, and with spurious experimental problems (distances between measuring 
points that are not constant, interface problems across the contacts between sample and 
caps). Temperature dependence of thermal conductivity (mainly associated with its 
dependence on quartz and water) is expected not to greatly affect the measured values 
within the temperature range used. In this temperature range, the decrease in thermal 
conductivity of quartz with increase in temperature is around -0.0235 Wm-1K-1/K [28] 
and the increase in thermal conductivity of water around 0.0015 Wm-1K-1/K, which 
compensates the temperature sensitivity of clay thermal conductivity. 
The time evolutions of inflow and outflow heat fluxes (Eq. (2)) are plotted in Figure 6 for 
these two samples. Normalised heat losses q/qin are also indicated in the figure tending 
to < 5% under steady-state conditions, which is approximately reached at elapsed times 
larger than 2500 s. The evolution of ݍ௔௩௘	ܮ	 Δܶ⁄  with elapsed time (t > 2500 s) for the 
different tests performed is plotted in Figure 7. qave represents the average inflow and 
outflow heat fluxes and T has been estimated using T2 and T6 (L is the sample height). 
Under steady-state conditions, these plotted values represent the global (average) thermal 
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conductivity at two different orientations of the heat flow (orthogonal and parallel to 
bedding planes). Table 6 summarises these thermal conductivity results including the 
degrees of saturation before the thermal tests, as well as the average final water contents 
after the experiments together with final water contents at top and bottom positions of the 
different samples (final water contents were systematically lower close to the top cap at 
high temperature). Thermal conductivity results include the deviations associated with 
these water content changes. 
 
Figure 8 plots the influence of the initial degrees of saturation on the thermal conductivity. 
As shown, samples without pre-conditioning (W/P) and with protocol Pr-1 display 
thermal conductivity values lower than samples pre-conditioned following protocol Pr-2, 
highlighting the role played by the degree of saturation before the thermal tests. The data 
– at an average specimen temperature close to 43ºC – suggest the high sensitivity to the 
loss of degree of saturation during thermal conductivity measurement with flow 
orthogonal to bedding planes (refer to the important differences between λ// and λ when 
following Pr-1, which is not only a consequence of anisotropic features but also on small 
changes in degree of saturation). Anisotropic features were detected when following Pr-
2, with higher saturated thermal conductivity when flow was parallel to bedding planes 
(average λ// = 2.12 Wm-1K-1 versus average λ = 1.83 Wm-1K-1, with T = λ// / λ = 1.16 
that is close to the value of hydraulic anisotropy H reported in Table 2). 
 
This anisotropy has been modelled using the saturated rock matrix ߣ௦௔௧	௠	= 2.2 Wm-1K-1 
with embedded fissures filled with free water ߣ௪ = 0.6 Wm-1K-1 that are oriented parallel 
or orthogonal to heat flow. The equivalent saturated thermal conductivities are computed 
considering multi-layer systems in series (flow orthogonal to fissures), and multi-layer 












ߣ ൌ 	 ൣ1 ൅ ߯൫1 െ ఒ
ିଵ൯൧ൣ1 ൅ ߯൫ఒ െ 1൯൧	; 		ఒ ൌ
ߣݏܽݐ	݉




where   is a characteristic physical feature of the clay that weights the role of fissures 
on the thermal response and can be expressed as  = b/a (b represents the fissure aperture 
and a is the separation between fissures). A parameter  =0.0733 can be obtained for 
saturated conditions by fitting experimental results. For a fissure aperture associated with 
the dominant pore mode of b = 7×10-7 m (refer to section 2), the separation between 
fissures is a = 9.5×10-6 m ([18] reports a value a = 3×10-5 m for Boom Clay dealing with 
gas migration through pressure-dependent fissures). Figure 8 shows the fitted results at 
full saturation for the two orientations (λ// = 2.08 Wm-1K-1, λ = 1.84 Wm-1K-1 and T = λ// 
/ λ = 1.13). These values have been extrapolated to partially saturated conditions using 
Eq. (3) (i.e., the same effect on both orientations). 
 
4 Heating cell and simulation aided techniques 
4.1 Experimental setup, sample preparation and test results 
A complementary approach was followed to further study the thermal conductivity using 
a heating cell, in which the sample was hydraulically pre-conditioned before the thermal 
tests to ensure full saturation. Figure 9 shows a scheme and a picture of the constant 
volume (isochoric) and axi-symmetric heating cell [13-15, 29], which is used to perform 
heating pulse tests with controlled power supply and controlled hydraulic state of the 
material (ensuring full saturation conditions). Soil sample size is 75 mm in diameter and 
100 mm high. A controlled-power heater is installed along the axis of the sample in the 
lower part of the cell (H in the figure on the left). Different transducers monitor the sample 
response, as shown in the Figure 9 on the left: four thermocouples (T1 close to the heater; 
T2 and T3 near the sample lateral boundaries; and T4 measuring room temperature at 
around 20ºC), and two miniature pore water pressure transducers (Pw1 and Pw2). The cell 
is equipped with top and bottom valves (uu and ub) to allow pre-conditioning of the sample 
before running the thermal tests (vertical flow to ensure saturation), as well as to apply 
controlled hydraulic boundary conditions during the heating pulse tests (elevated water 
back-pressure).  
 
A specimen of Ypresian clay was trimmed to the dimensions of the cell and tested with 
bedding planes orthogonal to the axis of symmetry of the heating cell (hydraulic flow 
orthogonal to bedding planes). Two boreholes of 1.5 mm in diameter and 10 mm in depth 
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were drilled in the specimen to install the thermocouples (two additional boreholes 6 mm 
in diameter and 5 mm in depth were required to place the water pressure transducers). 
Thermal grease was applied in the heater-soil contact to ensure a good thermal transfer. 
For the back-analysis and the numerical simulation of the thermal results it is very 
important to know the exact position of the thermocouples and to ensure a correct contact 
with the sample. 
 
The initial conditions of the core were w = 27.1 %, e = 0.78 and Sr = 0.96. A pre-
conditioning protocol was therefore required to increase this degree of saturation. A 
backpressure of 1.0 MPa at the bottom cap (ub) was initially applied in steps, leaving the 
top cap (uu) under atmospheric conditions. At the end of this stage, the water permeability 
was measured giving a value kw = 6.5×10-12 m/s, which is in agreement with the 
information reported in Table 2. A final hydration stage along the last 13 days and before 
the thermal tests was performed by increasing the back-pressure at the bottom cap (ub) to 
1.2 MPa and by closing the top valve uu (this condition was kept along the heating stages). 
This hydraulic pre-conditioning procedure lasted 27 days in total.  
 
The heater with controlled power supply remained switched on for 24 hours during the 
heating (pulse) stage and afterwards it was switched off to perform the cooling stage. The 
initial and external temperatures were regulated at T4  20ºC in the temperature controlled 
room. Electric power supplied to the heater was calculated from the voltage and current 
applied. Tests ended when the soil temperature reached the initial value (around 20ºC). A 
heating pulse stage with a power supply of 9.58 W (maximum temperature at the heater 
of 56ºC) was carried out. Maximum temperature was limited to the highest value of the 
thermal conductivity tests (section 3.2) to keep the effects of temperature dependence on 
thermal conductivity as low as possible. Figure 10 displays the time evolutions of 
temperatures for different locations and along the heating and cooling stages. Maximum 
temperature on T2 was around 34.5ºC, while T3 reached 30.0ºC. 
  
4.2 Numerical simulations, boundary conditions and back-analysis of thermal 
parameters 
Numerical simulations of heating pulse tests using the finite element program 
CODE_BRIGHT [30] were performed for the interpretation and back-analysis of the test 
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results. It was assumed that the driving process for temperature change during the tests 
was conduction only, governed by Fourier’s law with constant thermal conductivity given 
the limited temperature range used and the constant volume condition. It means that the 
temperatures and heat flux were not influenced by water pressure and flow. Indeed, the 
low permeability of the material prevented the existence of high velocities for the liquid 
phase. This assumption was also justified by the condition of constant overall volume 
prevailing in the heating cell that made the change in porosity and the velocities of the 
solid phase very small. The flux of heat being transported through convection by the solid 
and liquid phases was, therefore, extremely low (low Péclet number Pe < 0.001 indicating 
conduction-dominated heat flux). 
 
The geometry and the thermal boundary conditions used for the numerical analyses of the 
heating pulse stages are shown in Figure 11. Taking advantage of the radial symmetry of 
the cell, the model used was 2D axi-symmetric. To capture in detail temperature 
evolutions, all the parts of the cell with their corresponding materials were taken into 
account: upper/bottom lids, ring and heater (all in stainless steel); coarse porous metallic 
discs (sintered bronze filter); and bottom insulation for the heater (epoxy resin). Power 
injected by the heater was represented by an internal volumetric source term applied at 
all the nodes of the heater (7.04×106 Wm-3 for a heater power of 9.58 W). Along the 
revolution axis, a null flux of heat was prescribed.  
 
Heat exchanged by the highly conductive stainless steel cell with the average controlled 
room air temperature at T0 = 20ºC was accounted for as a convection-type boundary 
condition of the problem. The heat flux q from the solid to the fluid can be expressed by 
the following equation  
ݍ ൌ ݄ሺ ௦ܶ െ ଴ܶሻ 
 
(5) 
where Ts is the temperature of the metallic surface and h is the constant convective (film) 
heat-transfer coefficient that is usually assumed dependent on fluid properties and 
temperature differences [31].  
 
Table 7 presents the thermal parameters (constant thermal conductivity and solid phase 
specific heat) for the different components. The solid phase specific heat of Ypresian 
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clays was determined in this study by the method of mixtures (see for instance, Ref. [32]), 
in which a known mass of hot dry clay (at defined temperature) was mixed with a known 
mass of colder water in a calorimeter until equilibrium of temperature was reached at 
around 24ºC. Measured values of the solid specific heat were (970±60) Jkg-1K-1. Data 
presented by Ref. [10] using a calorimeter on the same clay at the present depth of interest 
indicated a dry (solid) specific heat of (974±30) Jkg-1K-1 at 35ºC.  I.N.I.S.Ma [10] also 
reported a low temperature dependence on dry specific heat within the testing temperature 
range (lower than 4 Jkg-1K-1/K for temperatures between 35ºC and 55ºC). The soil 
specific heat under fully saturated conditions based on measured solid specific heat can 
be estimated in (1695±45) Jkg-1K-1. 
 
Calculations were performed for different combinations of the saturated thermal 
conductivity and the convective coefficient h. For each of them, a measure of the least 
squares differences between temperature simulation results and temperature 
experimental measurements was computed by the following equation for different 
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where Tisim(tj) and Timeas(tj) are, respectively, the simulated and measured values of 
temperature at sensor i and time tj, ns = 3 is the number of sensors, and nt the number of 
elapsed times used in the comparison. 
 
The three-dimensional plot in Figure 12 displays the least squares differences between 
simulation results and experimental observations. The best agreement was obtained for 
parameters = 1.9 Wm-1K-1 and h = 11 Wm-2K-1. The latter convective coefficient 
presents a consistent value, since still air usually ranges between 3 and 23 Wm-2K-1 [31]. 
The parameter h is somewhat lower compared to the value reported for Boom Clay in 
[13-15] (h = 24 Wm-2K-1), due to the fact that the setup with Boom Clay involved a more 




The back-analysed saturated thermal conductivity has been plotted in Figure 8 together 
with direct measurements. This back-analysed value measured on the transversely 
isotropic sample falls between the directly measured λ// and λ, since it involves the 
combined contribution of the principal components of the thermal conductivity tensor 
(temperature evolution T2 is more associated with λ// - line source axis orthogonal to 
bedding planes - which is not the case for temperature evolution T3).  
 
Back-analysed thermal parameters were used to simulate test results. Figure 13 shows a 
comparison (experimental and numerical results) of the time evolutions of temperatures 
during heating and cooling phases. Simulated results during heating under steady-state 
conditions matched the temperature close to the heater T1, whereas slightly under-
estimated the experimental records of sensors T2 and T3 (modelling results were 2.5ºC 
lower). These deviations can be associated with some small temperature dependence of 
the thermal conductivity, as well as with spurious experimental problems: small shifting 
of measurement points towards the heater (particularly for sensor T2 approaching a high 
gradient zone of 0.96ºC/mm) and interface problems across the contacts between sample 
and isochoric cell. 
 
 
5 Concluding remarks 
Small-scale laboratory tests on well preserved deep samples of a potential sedimentary 
argillaceous host formation (Ypresian clays retrieved at a depth around 370 m) for 
radioactive waste disposal in Belgium have been used to explore thermal conductivity 
features under controlled conditions. Inconsistencies in the results on different deep 
sedimentary clay formations with bedding planes have required developing new testing 
protocols to improve some shortcomings observed and thus give confidence in the 
measured data. These inconsistencies arise as a consequence of the opening of fissures 
and gaps along bedding planes during retrieval, and the consequent loss of full saturation 
of the material, which mainly affects the correct determination of the thermal conductivity 
when heat flows orthogonal to the bedding planes. This is particularly important when 
exploring anisotropic features, since higher anisotropic ratios have been usually assigned 
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to these formations under small-scale laboratory conditions when compared to back-
analysed data of in situ heating tests. 
A first test series has been performed on a new experimental setup with heaters, local 
measurements of temperature at different heights of the specimen and two heat flux 
sensors on top and bottom caps. Pre-conditioning protocols on specimens were run on a 
high-pressure isotropic cell with local axial and radial deformation measuring systems. 
These protocols consisted in isotropically loading to in situ mean stress conditions to 
increase the degree of saturation, followed by unloading under water-undrained 
conditions. An improved protocol used drainage lines filled with synthetic water of the 
formation before the unloading stage to avoid any air to enter. These protocols ensured 
higher degrees of saturation and some closure of fissures / gaps along bedding planes 
before the thermal tests. 
A second series has been followed on an instrumented heating cell – with several 
thermocouples – under constant volume and controlled hydraulic boundary condition: 
constant and elevated water back-pressure at the bottom drainage line and top end with 
no flow condition that ensured full saturation. Results were presented and discussed in 
terms of the measurements of temperature during the application of heating and cooling 
stages. A finite element program was used to calibrate by back-analysis some thermal 
properties (saturated thermal conductivity of the soil and convective heat-transfer 
coefficient that controls thermal flux at the cell interface) and then to simulate selected 
experimental results. 
Higher values than those reported by previous reports on the same sedimentary clay 
formation have been directly measured with the new experimental setup, as a 
consequence of the strict loading-unloading pre-conditioning protocol followed and in 
line with the elevated quartz content of the formation at the depth of interest. Clear 
anisotropic features have been detected, with higher thermal conductivity when heat flow 
was parallel to bedding planes (// = 2.12 Wm-1K-1) and with a thermal anisotropy ratio 
T = λ// / λ = 1.16. This higher thermal conductivity was also consistent with the value 
reported when using back-analysis methodology in the constant volume heating cell, 
which involved the combined contribution of the principal components of the thermal 
conductivity tensor (the back-analysed value measured on the transversely isotropic 
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Table 1. Thermal conductivity values of Boom Clay for two different orientations 
(orthogonal and parallel to bedding planes) obtained from different recent sources. 
Results of the present study with direct determination on saturated material.  
 
Source Methodology used (degree of saturation) λ (Wm
-1K-1) λ// (Wm-1K-1) T 
Chen et al. 
(2011) [6] 
Back-analysis from ATLAS III 
in situ test (Sr = 1).            
In situ stress conditions 
1.31 1.65 1.30 
Lima et al. 
(2013) [13] 
Romero et al. 
(2013) [14] 
Back-analysis from laboratory 
pulse heating tests (Sr = 1).    
Constant volume conditions 
- 1.60 - 
Garitte et al. 
(2014) [7] 
Back-analysis from ATLAS III 
in situ test      (Sr = 1).          
In situ stress conditions 
1.06 1.55 1.46 
Dao et al. 
(2015) [9] 
Laboratory (thermal  needle 
probe on samples from EDZ*)   
(Sr = 0.86 at r = 9.2 m).      
Low stress conditions 
0.94 
(r = 9.2 m) 
1.61 
(r = 9.2 m) 
1.71 
(r = 9.2 m) 
Present study 
Thermal conductivity setup  
(Sr = 1). Low stress conditions 
1.17 1.59 1.36 
 *Excavation Damaged Zone at different distances r from the gallery axis. 
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Table 2. Properties of Ypresian clays (Kallo 1 site, cores #83 and #84). Properties of 




Kallo 1 site, core #83 
(depth: 369.8-
370.6m)* 
Kallo 1 site, core #84
(depth: 370.6-
371.4m) 
Mol site R66-67W, core 
#8 (depth: 221.1m)** 
Density, ρ 1.97 to 2.02 Mg/m3 1.88 to 1.95 Mg/m3 2.05  Mg/m3 
Dry density, ρd 1.55 to 1.60 Mg/m3 1.48 to 1.54 Mg/m3 1.66 to 1.69 Mg/m3 
Gravimetric water 
content, w 26.0 to 26.6 % 25.5 to 27.8 % 22.6 to 25.0 % 
Initial total suction,   2.00 MPa 
(  0.6 MPa)+ 
2.65 MPa 
(  0.6 MPa)+ 
2.45 MPa 
 
Density of solids, ρs 2.76 Mg/m3 2.70 Mg/m3 2.67 Mg/m3 
Void ratio, e 0.72 to 0.78 0.75 to 0.83 0.58 to 0.61 
Porosity, n 0.418 to 0.438 0.429 to 0.453  
Degree of saturation, Sr 94 to 98 % 88 to 95 % 100 % 
Particle sizes < 40 μm 92 % at 373 m 81.5 %  
Particle sizes < 2 μm 54 % at 373 m 33.4 %  
Liquid Limit, wL 142 to 158 % 154 % 56 to 67 % 
Plasticity index, PI 116 to 133 % 127 % 38 % 
Water permeability  to 
bedding, kw 
6.6×10-12 m/s - 2.4×10-12 m/s 
Water permeability // to 
bedding, kw// 
7.9×10-12 m/s - 4.5×10-12 m/s 
Water permeability 
anisotropy ratio, 
H = kw/// kw  
1.20 - 1.88 
* Lima (2011) [15], Piña (2011) [16] 
** Gonzalez-Blanco et al. (2014) [17], Gonzalez-Blanco et al. (2016) [18]  
+ The water used in the tests was synthetically prepared in laboratory with a similar composition 
to the in situ one. The Synthetic Ypresian Clay Water is mainly composed of NaCl (0.118 mol/L) 




Table 3. Summary of Ypresian clay specimens, protocols followed and as-retrieved 
conditions. 
 












1.87 26.9 0.828 0.877 
Y11-N 1.93 25.8 0.758 0.919 
Y4-N 
Pr-1 
1.90 25.5 0.782 0.881 
Y5-P 1.90 25.7 0.790 0.878 
Y2-P 
Pr-2 
1.93 25.1 0.752 0.901 
Y3-N 1.95 27.7 0.769 0.972 
Y8-P 1.94 25.9 0.752 0.930 
Y9-N 1.94 25.8 0.753 0.925 





Table 4. Properties of statically compacted Ypresian clay samples. Thermal conductivity 
results. 
 







YC-70 0.80 20.1 0.68 1.41 0.61 
YC-80 0.80 22.4 0.76 1.61 0.70 
YC-90 0.80 26.7 0.90 2.01 0.87 
YC-100 0.80 29.6 1 2.30 1 
 
 







Loading* Unloading path** 





0.877       
Y11-N 0.919       
Y4-N 
Pr-1 
0.881 -0.061 3.41 0.955 0.010 -0.55 0.943 
Y5-P 0.878 -0.092 5.16 0.995 0.014 -0.79 0.975 
Y2-P 
Pr-2 
0.901 -0.077 4.37 1 0.014 -0.78 0.980 
Y3-N 0.972 -0.037 2.10 1 0.009 -0.49 0.988 
Y8-P 0.930 -0.043 2.43 0.986 0.010 -0.56 0.972 
Y9-N 0.925 -0.090 5.16 1 0.007 -0.42 0.990 
Y10-N 0.939 -0.052 2.96 1 0.012 -0.67 0.984 
*Void ratio change and volumetric deformation on loading. Degree of saturation after loading. 
**Void ratio change and volumetric deformation on unloading. Degree of saturation after 
unloading. 

















Y1-N W/P 26.9 - 87.7 1.39 - 
Y11-N W/P 25.8 - 91.9 1.39 - 
Y4-N Pr-1 25.5 
24.7 
(24.0, 25.4) 
94.3 1.42±0.02 - 
Y5-P Pr-1 25.7 
24.2 
(23.8, 24.3) 
97.5 - 1.95±0.01 
Y2-P Pr-2 25.1 
23.5 
(22.9, 24.4)  
98.0 - 2.06±0.03 
Y3-N Pr-2 27.7 - 98.8 1.80 - 
Y8-P Pr-2 25.9 
23.3 
(23.0, 23.6) 
97.2 - 2.17±0.01 
Y9-N Pr-2 25.8 
24.5 
(23.3, 25.1) 
99.0 1.84±0.03 - 
Y10-N Pr-2 26.3 
24.7 
(24.4, 24.9) 
98.4 1.86±0.01 - 
*Initial water content of the specimen (as-retrieved condition). 
**Average final water content after thermal test (final water contents at top and bottom positions 
of the sample). 












bronze filter Epoxy resin Ypresian clays Cell boundary 
Thermal 
conductivity,  
16 Wm-1K-1 42 Wm-1K-1 
(saturated) 




specific heat, Cs 
460 Jkg-1K-1 360 Jkg-1K-1 730 Jkg-1K-1 970 Jkg-1K-1 **  
Convection 
coefficient, h 
    11 Wm-2K-1 * 
* Thermal parameters from back-analyses 




Figure 1. Scheme and picture of the thermal conductivity setup with seven thermocouples. 
Different components of the setup: (a) Top heating cap; (b) bottom heating cap; (c) heat 





















Compacted Yc (e = 0.80 and Sr = 1)
Yc-100 at v = 265 kPa
Yc-100 at v = 370 kPa
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Figure 3. Normalised thermal conductivity of compacted Ypresian clays as a function of 






Figure 4. Isotropic loading and unloading pre-conditioning paths for tests on Y2-P (core 
















Figure 6. Time evolution of heat fluxes (inflow, outflow and normalised difference 

















































Figure 7. Time evolution of qave·L ⁄ ΔT. Thermal conductivity at steady-state conditions 
for all tests. 
 


































Figure 8. Influence of the degree of saturation (just before the thermal tests) on thermal 
conductivity. Values of thermal conductivity for two different orientations (flow parallel 
and orthogonal to bedding planes). Saturated thermal conductivity from back-analysis of 






Figure 9. (Left) Axi-symmetric heating cell with heater (H) and thermocouples (T1, T2, 
T3 and T4) [13 - 15, 29]. (Right) Overall view of the heating cell and components (electric 
power supply for heater, data acquisition system and water pressure controllers connected 







Figure 10. Heating and cooling stages. Time evolutions of temperatures at different 



























































Figure 12. Three-dimensional graph showing the differences in temperature between 
measurements and simulations in the back-analysis of the heating pulse test. 


















 = 1.9 Wm-1k-1 
h = 11 Wm-2k-1 
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Figure 13. Heating and cooling stages at maximum heater temperature of 56ºC. Time 
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